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M Additional fee for verification 4121 ¢

00000 (Additional Fee)

AP2-4000000000
RS2320000 (D00 -0000)
RS2320000 (00O -ZEBRAO DO O O)
oooooO
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RS2320RS 485 000 O
USBcable(@ OO -0000)
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000000000

000000 (Additional Fee)

+ E2R Weighingd 0 O O [WX-010-0099]
« Label Editor R02 [WX-010-0094]
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77000000 000
3m

860x1200 mm
1400x900%430 mm
46,7 kg

81,3 kg

IP66/6900,IP66/67000000O0
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RS232, USB-A, 4IN, 40UT, Ethernet, Modbus TCP/IP

USB (M12 4P), RS485, RS232, Profibus (Dp SLAVE), PROFINET (RJ45),
EtherNet/IP (RJ45), 12 IN / 12 OUT, 4-20mA, 0-10V

100 - 240 V AC 50/60 Hz
25W
12-24VDC

-10 - +40 °C
-10 - +50 °C

10% - 80% RH 0 0 0 0
PUE HX7
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+ RAD Key [WX-010-0005]
+ Alibi Reader [WX-010-0114]



+ R-Lab [WX-010-0080] + Scale Editor 2.1 [WX-010-0173]
+ RADWAG Development Studio [WX-010-0104]
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1200 : Warunki transportu i przemieszczania wagi paletowej przy pomocy
5 kotek jezdnych oraz uchwytow.

1330

Transport of the pallet scale using casters and handles.



